


CONSTRUCTIONCONSTRUCTION
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STEM

PACKING

BOLT

One piece,dish-throungh,
stem made of stainless steel,
as the STD material.

Packing is made of special
rubber,as the keen off dust
foreign matters.

Two pieces of screw bolts are
provided on the uper portion
of disc for tight connerction
between the disc&stem.

BODY
Wafered body
CAST IRON,CAST STEEL,
DOCTILE IRON,STAINLESS STEEL.

RUBBER SEAT RING
EPDM&NBR(BU NA-N)&VITON,
any kind of rubbers are
available according to your need.

DISC
Stream-lined disc is designed
to minimize pressure deop and 
turbulence
A very extensive stress analysis
&actual flow test were made
to design the disc structure.

FLANGE BOLT CENTERING
Holes for easy dignment
&installation
drilled to JIS, DIN,
ANSI and BS flange
standeard assapecified
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ELASTOMER PROPERTIESELASTOMER PROPERTIES

E        lastomer's charactrictic and properties are derived form the manufactures and purely indicative. it means that
        actual working conditions and limit may differ from the values referred. Since many factors influence corrosion
and abrasion due to type of fluid, concentration, temperature, turbulence, impurities and etc, the final choice is to 
be taken care by the customer. 

Elastomers Chemical group General Application Service Temperature

EPDM

Ethyene

propylene

NBR/

BUNA-N

Nitrile rubber

FPM

Viton

SI

Silicone

SBR

Ethlens Porpylene
Terpolymer

Butadien Acrylontrile
Copolynmer

Fluorocarbon polymer
Viton

Organic silicon polymer

AcidsOils
Hydrocarbon

Food
Beverage

Water-Steam
Sea Water
Brine
Esters
Alkalis
Ozone
Ketones
Alcohols
Brake Fluid
Treated Water With
Caustic soda

Hydrocarbons
Natural Gas
Oil and Fat
Air
Gasoline

Acuds and Alkalis

-10℃ to+70℃

-10℃ to+60℃

-15℃ to+70℃

-20℃ to+140℃

-20℃ to+120℃

PTFE

Teflon
Polyflon TFE

Solvents
Corrosive Products

-10℃ to+120℃

CR

Neoprene
Chloropene polymer

Acid,Ozone,Oils
Fats

Solvents

-10℃ to+90℃
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ACTUATORS-LEVERACTUATORS-LEVER

Steel Lever(LA,LB)

Ductile lron Lever(LC)

Model Number and Dimensions

For valves above 8 inch size(DN 200),Gear bpx actuators are recommended.

To order a lever actuator, add the actuator model number to vasic valve indentification.

indicator

Ductile Iron Lever(LD)

Model
NO.

Valve
Size

A B L

LA10Z

LC10Z

LA12Z

LC12Z

LA15Z

LC15Z

LB15Z

LD15Z

40,50,65 9.5 29 265

80,100 12 29 265

125,150 15 29 265

LD16Z

LD20Z

250

300

16 40 550

20 58 550

200 15 29 315

Locking Lever

Pin

Spring(coil)

Set Screw

Bolt

Washer

Nut

Indicator

Bonnet

Spring(Plate)

Handle

Parts Name
Model
LA.LB

Model
LC

Model
LD

○ ×○

○ ×○

○○

○ ×○

○ ×○

○○

○○

○○

○○

○

○

×

×

×

×

○

○

○

○

○

Construction



Gear box is a weather-proof unit supplied with hand wheel.
It has worm and quadrant operation with adjustable stoppers at both the
fully open and fully closed positions and is self-locking enabiling the valve
to be operated upto the maximum working pressure.

Chain wheel is available.
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ACTUATORS-Gear BoxACTUATORS-Gear Box 

Dimension and Weight

Model
NO.

Valve
Size

Weight
(kg)

GA10Z

GA12Z

GA15Z

GB15Z

GC16Z

GC20Z

GD32Z

GD38Z

40,50,65

80,100

125,150

250

GE55Z 500,600

350

200

300

400,450

E

45

45

45

65

120

65

45

65

82

Cover

Worm

Wheel Gear

Hand-Wheel

Shaft

Indicator

Seal

Pin

Adjust-Stopper

O-Ring

Housing

Cast Iron

Carbon Steel

Ductile Iron

Cast Iron

Stainless Steel

PVC/Mild Steel

Oiled-Paper

Spring Steel

Mild-Steel

NBR

Cast Iron

Name Material
H

63

63

63

75

130

75

63

75

82

L

160

160

160

250

315

250

190

250

265

W

150

150

150

250

400

250

250

250

400

4.5

4.5

4.5

10.0

48.5

10.0

6.5

10.0

18.0

Parts
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LUGGED BODY
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585-22, Gajwa1-Dong, Seo-Gu,
Inchon, 404-812, Korea

Tel : 82-32-578-9574

Fax : 82-32-578-9575

E-mail : sweng2@hanmail.net
Wab : www.sungwonauto.com




